
The OSY Flanged Watermarked Gate Valve is used in areas 
where watermark certification is required.  

Pressure-Temperature
• Working Pressure: 300 PSI 
• Temperature range: 0°C  - 80°C
• Connections: Available in Table E
• Coating: Fusion Bonded Epoxy Coating

Features
Ma teriala
Cast Iron 
Cast Iron 
Stainless Steel 
EPDM 
Cast Iron
EPDM 
Cast Iron 
Brass Hpb59-1
Cast Iron 
Brass Hpb59-1
Cast Iron 
Brass Hpb59-1
Carbon Steel Zinc Plated 
Carbon Steel Zinc Plated 
Carbon Steel Zinc Plated 
Carbon Steel Zinc Plated 
EPDM

Component
Valve Body
Resilient Wedge Disk
Stem: Stainless Steel 
Bonnet Gasket
Bonnet
Stem Packing
Yoke
Stem Bushing
Gland
Stem Nut
Handwheel
Washer
Gland Nut
Stud
Flat Washer
Nut
O-Ring
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Watts reserves the right to change or modify product design, construction, specifications, or materials without prior notice and without 
incurring any obligation to make such changes and modifications on Watts products previously or subsequently sold.
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Approval

WaterMark

Dimensions
Code
GV100RSC
GV150RSC
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Installation Dimensions

D
N

L C

Φ
N

1

n-Φ
L

ΦD1

n-Φ
L

ΦD1

OSY Flanged Gate Valve - Rising Spindle
Size: DN100-150

Series WGVOSY-1

WGVOSY-1-EN-202303


